Exam Questions 300-365

WIDEPLOY Deploying Cisco Wireless Enterprise Networks
NEW QUESTION 1
A customer requires that an SSID is broadcasted to specific access points that use certain interfaces. Which feature can be used to achieve this goal?

A. mobility groups
B. filex-connect groups
C. interface groups
D. AP groups

Answer: C

NEW QUESTION 2
A corporation has a Cisco Unified Wireless Network that has been deployed for voice coverage. The wireless data rates have been tuned to mandatory rates of 18 Mbps and 36 Mbps. Some wireless clients have been experiencing drops streaming multicast video while moving throughout the building. What is the cause of the drop in video?

A. Clients are roaming at lower data rates and are not maintaining 36Mbps connectivity.
B. Clients are not roaming due to coverage
C. This is causing the multicast data to drop due to the client re-associating often.
D. Clients are connected at 18Mbps; however, other clients are connecting at 12Mbps and are causing the multicast video to degrade.
E. Clients are maintaining a 12Mbps rate and cannot receive the stream at 18Mbps

Answer: A

NEW QUESTION 3
An engineer wants to configure Call Admission Control and ensure that AC is based on the capacity of the AP and considering the possible impact of other APs in the area.

A. Which two configuration options are required? (Choose two.)
B. StaticCAC
C. Admission Control
D. Load-Based AC
E. Add Traffic Stream
F. Reserved Roaming Bandwidth
G. Expedited Bandwidth

Answer: BC

NEW QUESTION 4
An engineer must deploy FlexConnect APs to a site that typically has 300 ms latency to the WLC. Which typical operating mode must the engineer plan on for normal operations?

A. local authentication, local switching
B. central authentication, central switching
C. central authentication, local switching
D. connected mode

Answer: A

NEW QUESTION 5
A network engineer is viewing the QBSS information in a packet sniff. Which two QBSS characteristics are crucial for successful troubleshooting? (Choose two.)

A. When only WMM is enabled, information element number 1 QBSS Load information element is sent out in the beacons and probe responses.
B. When only WMM is enabled, information element number 3 QBSS Load information element is sent out in the beacons and probe responses.
C. When the client CAC limit is supported, information element number 2 is sent out in the beacons and probe responses on the bg radios.
D. When the client CAC limit is supported, information element number 1 is sent out in the beacons and probe responses on the bg radios.
E. When only WMM is enabled, information element number 2 QBSS Load information element is sent out in the beacons and probe responses.

Answer: DE

NEW QUESTION 6
A network engineer is configuring QoS and sees a DSCP value of 40. To which CoS value will this be mapped?

A. 4
B. 3
C. 5
D. 2
E. 1

Answer: C

NEW QUESTION 7
Scenario
There is a problem with the East-WLC-2504 A. When configuration changes are made to the Employees-East-Wing AP Group that covers the East-Wing, none of the APs receive the updates. Refer to the exhibits to determine where the problems are.
What needs to be changed in the configuration of the East-WLC-2504A controller to restore functionality to the Employees-East-Wing AP Group? (Choose four.)

A. Change the AP in the Employees-East-Wing AP Group.
B. Change the IP Address in the east-wing interface.
C. Change the VLAN Identifier in the east-wing interface.
D. Enable Dynamic AP Management in the east-wing interface.
E. Change the Port Number to 2 in the east-wing interface.
F. Add the Primary Controller and IP address to the 3700-East-Wing AP.
G. Change the SSID in the Employees-East-Wing AP Group.

**Answer:** DFGH

**NEW QUESTION 8**
A network engineer observes a spike in controller CPU overhead and overall network utilization after enabling multicast on a controller with 500 APs. What feature is necessary to correct the issue?

A. controller IGMP snooping
B. unicast AP Multicast Mode
C. broadcast forwarding
D. multicast AP Multicast Mode

**Answer:** B

**NEW QUESTION 9**
In a Cisco controller-based wireless network that supports workgroup bridges, what is the maximum amount of wired client connections supported on a workgroup bridge?

A. 25
B. 20
C. 35
D. 30

**Answer:** B

**Explanation:**
Reference:
NEW QUESTION 10
Which command do you use to ensure that a workgroup bridge can associate and communicate with a non-Cisco AP?

A. AP(config-if)# ssid Corporate AP(config-ssid)# infrastructure-ssid
B. AP(config-if)# mobile station ignore neighbor-list
C. AP(config-if)# station-role workgroup-bridge universal
D. AP(config-if)# station-role workgroup-bridge multicast mode infrastructure

Answer: A

Explanation:
Reference:

NEW QUESTION 11
A wireless printer has been configured with a static IP address. Which action does the Cisco WLC take in response?

A. It does not transfer AAA requests to the printers.
B. It does not transfer ARP requests to the printers.
C. It does not transfer join requests to the printers.
D. It does not transfer location information to the printers.

Answer: A

Explanation:
Reference:

NEW QUESTION 12
Which two parameters are used by MSE location analytics to determine the behavior of a Wi-Fi device? (Choose two.)

A. the transmit power
B. the Wi-Fi channel
C. the dwell time
D. the path choice
E. Layer 2 roaming

Answer: CD

Explanation:
Reference:

NEW QUESTION 13
A network engineer just finished deploying a converged access wireless infrastructure. The configuration consists of Cisco Catalyst 3850 Series switches operating as mobility controllers and agents in multiple switch peer groups and mobility subdomains. Which change must be made to allow for seamless roaming between switch peer groups?

A. Add one Cisco 5760 WLC as a mobility oracle and configure on each of the mobility controllers in the converged access infrastructure.
B. Add another Cisco Catalyst 3850 switch as a mobility oracle and configure on each of the mobility controllers in the converged access infrastructure.
C. Convert one controller to a mobility oracle while the other mobility controllers and agents should be configured in the same mobility domain.
D. Configure all switches as mobility controllers in the same switch peer group to allow for seamless roaming.

Answer: D

NEW QUESTION 14
An engineer is configuring visitor connect on their Cisco MSE. Which URL must they use for their redirection URL?

A. Error! Hyperlink reference not valid.
B. Error! Hyperlink reference not valid.
C. Error! Hyperlink reference not valid.
D. Error! Hyperlink reference not valid.

Answer: A

Explanation:
Reference:

NEW QUESTION 15
An engineer has found that voice traffic on the WLAN with ID 338789750 is being sent at best effort from a client that is experiencing issues despite having QoS and CAC enabled. Which option causes the traffic to be sent at best effort?

Certshared now are offering 100% pass ensure 300-365 dumps!
https://www.certshared.com/exam/300-365/ (127 Q&As)
A. The QoS profile for Platinum has been left at default settings.
B. The client does not support TSPEC.
C. WMM is configured as required.
D. msl qos trust cos is not required on the switchpor

Answer: B

NEW QUESTION 16
How is password recovery performed on a Cisco Mobility Services Engine 3300 Series?

A. Interrupt the boot sequence and modify the GRUB boot loader.
B. Reboot using a CD that is imaged with an ISO bootable file to reimage Cisco MSE.
C. Interrupt the boot sequence and modify the BIOS boot loader.
D. Use the emergency TFTP bootable image.

Answer: A

Explanation:
Reference:

NEW QUESTION 17
A network engineer is designing a high capacity WLAN for a conference area

A. The enterprise is concerned about non-business traffic consuming excessive bandwidth and impacting performance
B. What can be used in the design to allow the controller to block or throttle applications?
C. AVC
D. CMX
E. DSCP
F. RXSOP

Answer: A

NEW QUESTION 18
What is the maximum amount of AP groups that can be configured on a Cisco virtual wireless controller running 8.0 code?

A. 50
B. 200
C. 500
D. 1000

Answer: B

NEW QUESTION 19
How many APs can be set as master and what is the maximum number of slave APs for FlexConnect AP upgrades in a specific FlexConnect group?

A. one master and three maximum slave APs per AP model
B. one master and two backup master AP per AP model
C. one master and four maximum slave APs per AP model
D. one master and one backup master AP per AP model

Answer: A

NEW QUESTION 20
You must use Cisco AVC on a WLC to prevent users from accessing a social media website. Which action do you configure in a rule?

A. drop
B. rate-limit
C. deny
D. mark

Answer: A

NEW QUESTION 21
......
Thank You for Trying Our Product

We offer two products:

1st - We have Practice Tests Software with Actual Exam Questions
2nd - Questions and Answers in PDF Format

300-365 Practice Exam Features:

* 300-365 Questions and Answers Updated Frequently
* 300-365 Practice Questions Verified by Expert Senior Certified Staff
* 300-365 Most Realistic Questions that Guarantee you a Pass on Your First Try
* 300-365 Practice Test Questions in Multiple Choice Formats and Updates for 1 Year

100% Actual & Verified — Instant Download, Please Click
Order The 300-365 Practice Test Here