Exam Questions 300-460

CLDINF Implementing and Troubleshooting the Cisco Cloud Infrastructure
1. Which configuration provides the highest performance level to Virtual Extensible LAN?
   A. VxLAN in unicast mode with VxLAN TSO offload in Cisco UCS
   B. VxLAN in multicast mode with MAC distribution
   C. VxLAN in multicast mode with VxLAN TSO offload in Cisco UCS
   D. VxLAN in unicast mode with MAC distribution and VxLAN TSO offload in Cisco UCS
   Answer: C

2. Which four options are required on a DHCP server to enable PXE boot? (Choose four.)
   A. boot server host name (TFTP server hostname or IP address)
   B. subnet mask
   C. DNS server
   D. lease time
   E. domain name
   F. bootfile name
   G. router (Gateway)
   Answer: A,B,C,G


3. In which two ways can a cloud administrator dynamically increase a VMFS datastore? (Choose two.)
   A. Add a new local storage disk on ESXi and restart VMFS service.
   B. Expand the datastore within the extent.
   C. Rescan all hosts to see the current storage and modify the extent.
   D. Add an extent (LUN).
   Answer: B,D

4. A Cisco USCM administrator is creating a boot policy. Which option lists the steps needed to accomplish this task?
   A. In the Navigation pane, click the Servers tab.
      On the Servers tab, expand Servers > Policies.
      Right-click Boot Policies and select Create Boot Policy.
   B. In the Navigation pane, click the Equipment tab.
      Right-click Boot Orders and select Create Boot Policy.
   C. In the Navigation pane, click the Servers tab.
      On the Servers tab, expand Servers > Policies.
      Click Boot Order and the Modify Boot Policy wizard displays.
   D. In the Navigation pane, click the Servers tab.
      On the Servers tab, expand Servers > Policies.
      Click Boot Security.
      Click Modify Boot Policy.
   Answer: A

5. Refer to the exhibit. Which three commands complete the configuration for this Cisco Nexus 1000V port profile that is assigned to a vmkernel used for VSM control plane? (Choose three.)
A. service-policy type qos output vmk-control
B. vmware port-group
C. system vlan 119
D. capability 13control
E. switchport mode trunk
F. mtu 9000
Answer: B,C,D

6. You have been asked to configure a virtual fiber channel interface. Which information is needed to complete this task?
A. Fibre Channel ID and VSAN database key
B. VSAN ID and Fibre Channel interface
C. active zoneset and VSAN ID
D. VLAN ID, VSAN ID, and Ethernet interface number
Answer: B

7. Which two fields are needed for a Cisco UCS Director administrator to configure a WWN block? (Choose two.)
A. the first WWNN or WWPN address in the block
B. the WWN for the initiator
C. a unique name for the initiator
D. a unique name for the block
E. the number of WWN or WWPN addresses in the block
Answer: A,E
Reference:

8. An administrator is installing a hypervisor and has provisioned a dedicated LAN connectivity, set the boot order, and is now rebooting the server to start installation. Which method is the administrator using to install the hypervisor?
A. host image mapping
B. KVM console
C. PXE installation
D. virtual boot
Answer: C
Thank You for Trying Our Product

We offer two products:

1st - We have Practice Tests Software with Actual Exam Questions
2nd - Questions and Answers in PDF Format

300-460 Practice Exam Features:

* 300-460 Questions and Answers Updated Frequently
* 300-460 Practice Questions Verified by Expert Senior Certified Staff
* 300-460 Most Realistic Questions that Guarantee you a Pass on Your First Try
* 300-460 Practice Test Questions in Multiple Choice Formats and Updates for 1 Year

100% Actual & Verified — Instant Download, Please Click
Order The 300-460 Practice Test Here