Certshared now are offering 100% pass ensure 300-625 dumps!
https://www.certshared.com/exam/300-625/ (60 Q&As)

Cisco

Exam Questions 300-625
Implementing Cisco Storage Area Networking (DCSAN)
NEW QUESTION 1
DRAG DROP
Drag and drop the mechanisms of Cisco Secure Boot from the left into the correct order on the right.
Select and Place:
A. Mastered
B. Not Mastered

Answer: A

NEW QUESTION 2
What is the effect of a non-graceful virtual machine shutdown on a virtualized server that is connected to a SAN with Fibre Channel interfaces?
A. NP Port reload connected to the upstream SAN switch
B. out-of-service Fibre Channel interfaces on the SAN switch
C. frames stuck in the storage system
D. frames stuck in the HBA buffer of the server

Answer: B

NEW QUESTION 3
Which condition requires using a device alias rather than a Fibre Channel alias?
A. The zone database must be distributed over the fabric.
B. The same alias must be used in zoning as well as DPVM.
C. All aliases being used are being configured in the same VSAN.
D. Aliases must be saved within a central database on the fabric.

Answer: A

NEW QUESTION 4
Which port mode is used on an NPV device to connect to an NPIV core switch?
A. E
B. F
C. N
D. NP

Answer: D

NEW QUESTION 5
Which benefit of upgrading to the Cisco DCNM server-based advanced feature license for a Cisco MDS switch is correct?
A. The license can be reassigned when a switch is replaced with a newer version within the same product family.
B. The license can be assigned to either server MAC address or switch serial number.
C. An unlimited number of devices can be added to the list of licensed devices.
D. The license can be reassigned when the switch is replaced with a Cisco Nexus switch.

Answer: A

NEW QUESTION 6
What does an unlicensed DCNM SAN fail to display?
A. Fibre Channel, FCoE, and iSCSI topologies
B. events and fault management
C. historical performance monitoring
D. real-time performance monitoring

Answer: C

NEW QUESTION 7
Which command identifies the application and the user that have a Cisco Fabric Services session open?
A. show cfs application
B. show zoneset active
C. show cfs lock
D. show device-alias database

Answer: A

NEW QUESTION 8
A storage engineer is troubleshooting a Cisco MDS switch upgrade issue. What prevents the completion of a non-disruptive upgrade?
A. The Fibre Channel host initiator is connected.
B. The Fibre Channel storage target is connected.
C. The Cisco Fabric Services operation in progress.
D. The Fibre Channel and FCoE storage targets are connected.

Answer: B

NEW QUESTION 9
Refer to the exhibit.

```
MDS-A# show run interface port-channel 2
interface port-channel2
  channel mode active
  switchport description ***Connected to PI***
  switchport rate-mode dedicated

MDS-A# sh port-channel database
port-channel 2
  Administrative channel mode is active
  Operational channel mode is active
  Last membership update succeeded
  First operational port is fc1/9
  2 ports in total, 2 ports up
  Ports: fc1/9 [up] *
  fc1/10 [up]
```

A port channel has been configured between a Cisco MDS and a Cisco Fabric Interconnect switch. Which interface(s) in the port channel carry the control plane traffic?

A. per packet, balanced between interfaces fc1/9 and fc1/10
B. from interface fc1/9
C. from interface fc1/10
D. per flow, balanced between interfaces fc1/9 and fc1/10

Answer: D

NEW QUESTION 10
After a subordinate switch requests a domain ID form a principal switch, the requested domain ID becomes the runtime domain ID, and all interfaces on the affected VSAN are isolated. What is a solution to the issue?

A. Add the received ID to the allowed list.
B. Configure a static domain on the subordinate switch and reboot the switch.
C. Enable the FICON feature on the affected VSAN.
D. Configure IVR NAT on the affected VSAN.

Answer: A

NEW QUESTION 11
The principal switch on a Fibre Channel network fails to assign requested domain to a subordinate switch. What are two reasons? (Choose two.)

A. Cisco Fabric Services distribution is not enabled on the switch.
B. The fabric is locked.
C. The requested domain is outside the allowed list.
D. The persistent FC ID feature is not enabled.
E. An existing switch already has the requested domain assigned.

Answer: CE

NEW QUESTION 12
Two stable fabrics have overlapping domains. After a switch from the first domain is joined to a switch from the second domain, both switches become isolated. What caused the problem?

A. The autoreconfigure option is disabled on both switches.
B. The autoreconfigure option is enabled on both switches.
C. The rcf-reject option is enabled on the interfaces.
D. The rcf-reject option is disabled on the interfaces.

Answer: A

NEW QUESTION 13

......
Thank You for Trying Our Product

We offer two products:

1st - We have Practice Tests Software with Actual Exam Questions
2nd - Questions and Answers in PDF Format

300-625 Practice Exam Features:

* 300-625 Questions and Answers Updated Frequently
* 300-625 Practice Questions Verified by Expert Senior Certified Staff
* 300-625 Most Realistic Questions that Guarantee you a Pass on Your First Try
* 300-625 Practice Test Questions in Multiple Choice Formats and Updates for 1 Year

100% Actual & Verified — Instant Download, Please Click
Order The 300-625 Practice Test Here