Cisco

Exam Questions 300-810
Implementing Cisco Collaboration Applications (CLICA)
NEW QUESTION 1
Which entity is a standard component used for authentication by SAML 2.0?

A. identity provider
B. session broker
C. Internet service provider
D. client access server

Answer: A

NEW QUESTION 2
Refer to the exhibit.

Apple Push Notification integration is configured in a Cisco Unified IM and Presence deployment and has been working property. Administrators now report the error “Push notification settings cannot be configured. 400 Bad Request.” in the GUI, and HTTP logs are displaying the errors that are shown in the exhibit. Which action solves this issue?

A. Fix the network connectivity to Apple iCloud.
B. Reboot the IM&P cluster.
C. Change the HTTP proxy settings to remove errors in request syntax.
D. Update Refresh Token Manually.

Answer: D

Explanation:

NEW QUESTION 3
What is the maximum number of Cisco Unity Connection locations connected in a HTTPS network?

A. 50
B. 25
C. 200
D. 10

Answer: B

Explanation:

NEW QUESTION 4
Refer to the exhibit.

Which statement is true?
A. If the IM&P node in sub-cluster-1 goes down, then users assigned to it are randomly split between the two remaining subclusters.
B. The administrator must add one node to each subcluster for high availability.
C. IM&P nodes in each subcluster must be configured from the same OVA template.
D. Each Cisco IM&P subcluster must have the same number of nodes.

Answer: B

NEW QUESTION 5
Which SIP request type is used by Cisco Unity Connection to inform Cisco Unified Communications manager that the Message Waiting Indicator must be turned on or off for a specific line?

A. NOTIFY
B. UPDATE
C. SUBSCRIBE
D. PUBLISH

Answer: A

NEW QUESTION 6
Which two child elements can be in an XMPP message stanza? (Choose two.)

A. <server/>
B. <error/>
C. <client/>
D. <body/>
E. <subject/>

Answer: DE

NEW QUESTION 7
Refer to the exhibit.
Users connected to the internal network report a “Cannot communicate with the server” error while trying to log in to Cisco Jabber using auto service discovery. The Jabber diagnostics and the SRV record configuration are as shown in the exhibit. The host cucm1.ccnp.cisco.com is correctly resolved by the user desktops with the Cisco Unified Communications Manager IP address. Why is the user not able to log in?

A. SRV protocol is not set up correctly.
B. It should be _tls instead of _tcp.
C. Marking weight as 0 on the SRV record makes it inactive, so Jabber cannot discover the Cisco Unified CM.
D. The port specified on the SRV record is wrong.
E. The domain ccnp.cisco.com does not exist on the DNS server.

Answer: D

Explanation:

NEW QUESTION 8
Which type of SRV record provides the location of Cisco Expressway-E?

A. _collab-edge._tls.example.com
B. _cisco-uds._tcp.example.com
C. _cuplogin._tcp.example.com
D. _http._tcp.example.com

Answer: A

Explanation:
NEW QUESTION 9
Which two SSO features are true? (Choose two.)

A. allows Jabber to use LDAP directory services for contact imports
B. allows LDAP user import on Cisco Unified Communications Manager
C. improves productivity by reducing time spent re-entering credentials for the same identity
D. transfers the authentication from the system that hosts the applications to a third-party system
E. reduces costs by decreasing the number of help calls that are made for voicemail PIN resets

Answer: CD

Explanation:

NEW QUESTION 10
Refer to the exhibit.

Which protocol is used for communication between Cisco IM and Presence and Microsoft Exchange Server?

A. POP3
B. IMAP
C. EWS
D. XMPP

Answer: C

Explanation:

NEW QUESTION 11
An engineer is checking the Cisco Unified Communications Manager and Cisco Unity Connection integration and presses the Message button on a phone to check the voicemail. Which action does Cisco Unified CM take?

A. Cisco Unified CM looks up the voicemail pilot configured to dial.
B. Cisco Unified CM routes the configured hunt pilot to Unity Connection.
C. Cisco Unified CM looks up the hunt pilot configured to dial.
D. Cisco Unified CM sends an AXL query to Unity Connection.

Answer: A

Explanation:

NEW QUESTION 12
How is automatic fallback enabled on a Cisco IM and Presence server?

A. In IM and Presence Service Parameter Configuration > Cisco Server Recovery Manager, change the Failover parameter to True.
B. In Communications Manager Service Parameter Configuration > Cisco Server Recovery Manager, change the Enable Automatic Fallback parameter to True.
C. Automatic fallback is enabled by default.
D. In the Presence Redundancy Group Configuration > Cisco Unified Communications Manager, check the Enable Automatic Fallback parameter.

Answer: B

Explanation:

NEW QUESTION 13

 Guaranteed success with Our exam guides
 visit - https://www.certshared.com
Thank You for Trying Our Product

We offer two products:

1st - We have Practice Tests Software with Actual Exam Questions
2nd - Questions and Answers in PDF Format

300-810 Practice Exam Features:

* 300-810 Questions and Answers Updated Frequently
* 300-810 Practice Questions Verified by Expert Senior Certified Staff
* 300-810 Most Realistic Questions that Guarantee you a Pass on Your First Try
* 300-810 Practice Test Questions in Multiple Choice Formats and Updates for 1 Year

100% Actual & Verified — Instant Download, Please Click
Order The 300-810 Practice Test Here