NEW QUESTION 1
Which behavior can be expected when the HSRP versions is changed from 1 to 2?

A. Each HSRP group reinitializes because the virtual MAC address has changed.
B. No changes occur because version 1 and 2 use the same virtual MAC OUI.
C. Each HSRP group reinitializes because the multicast address has changed.
D. No changes occur because the standby router is upgraded before the active router.

Answer: C

NEW QUESTION 2
Refer to the exhibit.

An engineer must block all traffic from a router to its directly connected subnet 209.165.200.0/24. The engineer applies access control list EGRESS in the outbound direction on the GigabitEthernet0/0 interface of the router. However, the router can still ping hosts on the 209.165.200.0/24 subnet. Which

A. Mastered
B. Not Mastered

Answer: A

Explanation:
of this behavior is true?
A. Access control lists that are applied outbound to a router interface do not affect traffic that is sourced from the router.
B. Only standard access control lists can block traffic from a source IP address.
C. After an access control list is applied to an interface, that interface must be shut and no shut for the access control list to take effect.
D. The access control list must contain an explicit deny to block traffic from the router.

Answer: A

NEW QUESTION 3
Drag and drop the description from the left onto the correct QoS components on the right.

A. Mastered
B. Not Mastered

Answer: A

Explanation:
Traffic Policing: Drops excessive Traffic, causes TCP retransmissions, introduce no delay/jitter
Shaping: buffers, excessive traffic, introduce delay and jitter, typically delays, rather than drops traffic

NEW QUESTION 4
Which statement about agent-based versus agentless configuration management tools is true?

A. Agentless tools require no messaging systems between master and slaves.
B. Agentless tools use proxy nodes to interface with slave nodes.
C. Agent-based tools do not require a high-level language interpreter such as Python or Ruby on slave nodes.
D. Agent-based tools do not require installation of additional software packages on the slave nodes.

Guaranteed success with Our exam guides
**NEW QUESTION 5**
Which PAgP mode combination prevents an Etherchannel from forming?

A. auto/auto  
B. desirable/desirable  
C. auto/desirable  
D. desirable  

**Answer:** A

**NEW QUESTION 6**
Which statement about Cisco Express Forwarding is true?

A. It uses a fast cache that is maintained in a router data plane.  
B. maintains two tables in the data plane the FIB and adjacency table.  
C. It makes forwarding decisions by a process that is scheduled through the IOS scheduler.  
D. The CPU of a router becomes directly involved with packet-switching decisions.  

**Answer:** B

**NEW QUESTION 7**
Which IP SLA operation requires the IP SLA responder to be configured on the remote end?

A. ICMP echo  
B. UDP jitter  
C. CMP jitter  
D. TCP connect  

**Answer:** D

**NEW QUESTION 8**
Drag and drop the characteristics from the left onto the correct infrastructure deployment types on the right.

- customizable hardware, purpose-built systems  
- easy to scale and upgrade  
- more suitable for companies with specific regulatory or security requirements  
- resources can be over or underutilized as requirements vary  
- requires a strong and stable internet connection  
- built-in, automated data backups and recovery  

**Answer:** A

**Explanation:**
On premise: customizable, specific requirements, resources. Cloud: scale, built-in automated backup, strong stable internet

**NEW QUESTION 9**
What is a benefit of data modeling languages like YANG?

A. They enable programmers to change or write their own application within the device operating system.  
B. They create more secure and efficient SNMP OIDs.  
C. They make the CLI simpler and more efficient.  
D. They provide a standardized data structure, which results in configuration scalability and consistency.  

**Answer:** D

**NEW QUESTION 10**
Which statement about VXLAN is true?

A. VXLAN uses TCP 35 as the transport protocol over the physical data center network.
NEW QUESTION 11
Which LISP infrastructure device provides connectivity between non-sites and LISP sites by receiving non-LISP traffic with a LISP site destination?

A. PETR
B. PITR
C. map resolver
D. map server

Answer: B

NEW QUESTION 12
Which First Hop Redundancy Protocol maximizes uplink utilization and minimizes the amount of configuration that is necessary?

A. GLBP
B. HSRP v2
C. VRRP
D. HSRP v1

Answer: A

NEW QUESTION 13
Which statement about route targets is true when using VRF-Lite?

A. When BGP is configured, route targets are transmitted as BGP standard communities.
B. Route targets control the import and export of routes into a customer routing table.
C. Route targets allow customers to be assigned overlapping addresses.
D. Route targets uniquely identify the customer routing table.

Answer: B

NEW QUESTION 14
Which action is the vSmart controller responsible for in an SD-WAN deployment?

A. onboard vEdge nodes into the SD-WAN fabric
B. distribute security information for tunnel establishment between vEdge routers
C. manage, maintain, and gather configuration and status for nodes within the SD-WAN fabric
D. gather telemetry data from vEdge routers

Answer: B

NEW QUESTION 15
Refer to the exhibit.

Which statement about the OSPF debug output is true?

A. The output displays all OSPF messages which router R1 has sent to received on interface Fa0/1.
B. The output displays all OSPF messages which router R1 has sent or received on all interfaces.
C. The output displays OSPF hello messages which router R1 has sent received on interface Fa0/1.
D. The output displays OSPF hello and LSACK messages which router R1 has sent or received.

Answer: C

NEW QUESTION 16
Which description of an SD-Access wireless network infrastructure deployment is true?

A. The access point is part of the fabric underlay.
B. The WLC is part of the fabric underlay.
C. The access point is part the fabric overlay.
D. The wireless client is part of the fabric overlay.

Answer: C

NEW QUESTION 17
Which two protocols are used with YANG data models? (Choose two.)

A. HTTPS
NEW QUESTION 18
Which two descriptions of FlexConnect mode for Cisco APs are true? (Choose two.)

A. APs that operate in FlexConnect mode cannot detect rogue APs.
B. FlexConnect mode is used when the APs are set up in a mesh environment and used to bridge between each other.
C. FlexConnect mode is a feature that is designed to allow specified CAPWAP-enabled APs to exclude themselves from managing data traffic between clients and infrastructure.
D. When connected to the controller, FlexConnect APs can tunnel traffic back to the controller.
E. FlexConnect mode is a wireless solution for branch office and remote office deployments.

Answer: CD

NEW QUESTION 19
Which LISP device is responsible for publishing EID-to-RLOC mappings for a site?

A. ETR
B. MS
C. ITR
D. MR

Answer: A

NEW QUESTION 20
Refer to the exhibit.

Which IP address becomes the active next hop for 192.168.102/24 when 192.168.101.2 fails?

A. 192.168.101.18
B. 192.168.101.6
C. 192.168.101.10
D. 192.168.101.14

Answer: A
Thank You for Trying Our Product

We offer two products:

1st - We have Practice Tests Software with Actual Exam Questions
2nd - Questions and Answers in PDF Format

350-401 Practice Exam Features:

* 350-401 Questions and Answers Updated Frequently
* 350-401 Practice Questions Verified by Expert Senior Certified Staff
* 350-401 Most Realistic Questions that Guarantee you a Pass on Your FirstTry
* 350-401 Practice Test Questions in Multiple Choice Formats and Updates for 1 Year

100% Actual & Verified — Instant Download, Please Click
Order The 350-401 Practice Test Here