Cisco

Exam Questions 350-801
Implementing and Operating Cisco Collaboration Core Technologies
NEW QUESTION 1
A customer has Cisco Unity Connections that is integrated with LDAP. As a Unity Connection administrator, you have received a request to change the first name for VM user. Where must the change be performed?

A. Cisco Unity Connection  
B. Cisco Unified Communications Manager end user  
C. Active Directory  
D. Cisco IM and Presence

Answer: C

NEW QUESTION 2
What is a characteristic of video traffic that governs QoS requirements for video?

A. Video is typically variable bit rate.  
B. Voice and video traffic are different, but they have the same QoS requirements.  
C. Video is typically constant bit rate.  
D. Voice and video traffic are the same, so they have the same QoS requirements.

Answer: B

Explanation:

NEW QUESTION 3
Which command is used in Cisco IOS XE TDM gateway to configure the voice T1/E1 controller to provide clocking?

A. clock source line  
B. Cisco IOS XE TDM gateway T1/E1 controller cannot provide clocking.  
C. clocking source internal  
D. clocking source network

Answer: C

Explanation:

NEW QUESTION 4
Refer to the exhibit.

```
INVITE sip:4000@172.16.1.1:5061 SIP/2.0  
Via: SIP/2.0/UDP 172.16.2.143:5061;branch=z9hG4bK8mp315k7  
Remote-Party-ID: <sip:1008833500008172.16.2.143>;party=calling;screen=no;privacy=off  
From: <sip:140883350000@172.27.2.143>;tag=78428586-988  
To: <sip:4000@172.16.1.1>  
Date: Tue, 06 Aug 2019 16:03:05 GMT  
Call-ID: 454a3b3e-b7111189-8a4afpcf-10b60d71b8172.16.2.143  
Supported: 100rel, timer, resource-priority, replaces, sdp-anat  
MinSE: 1800  
Cisco-Backup: 0082391505-3077640681-2319777743-0280418075  
User-Agent: Cisco-SIPGateway/10.6.15.5.3.84  
Allow: INVITE, OPTIONS, BYE, CANCEL, ACK, PRACK, UPDATE, REFER, SUBSCRIBE, NOTIFY, INFO, REGISTER  
Cseq: 101 INVITE  
Timestamp: 1650089565  
Contact: <sip:140883350000@172.16.2.143:5061;transport=tls>  
Expires: 180  
Allow-Events: telephone-event  
Max-Forwards: 65  
Content-Type: application/sdp  
Content-Disposition: session;handling-required  
Content-Length: 416  

v=0  
c=IN IP4 172.16.2.143  
t=0  
m=audio 44612 RTP/AVP 0 101  
c=IN IP4 172.16.2.143  
a=decrypt:xxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxx  
a=rtpmap:0 PCMU/8000  
a=rtpmap:101 telephone-event/8000  
a=ptime:101 0-16  
```

This INVITE is sent to an endpoint that only supports G729. What must be done for this call to succeed?

A. Nothing: both sides support G.729.  
B. Add a transcorder that supports G711ulaw and G.729.  
C. Add a media termination point that supports G.711ulaw and G.729.  
D. Nothing: both sides support payload type 101.

Answer: B

Explanation:
NEW QUESTION 5
On which protocol and port combination does Cisco Prime Collaboration receive notifications (Traps and InformRequests) from several network devices in the Collaboration infrastructure for which it has requested notifications?

A. UDP 162
B. TCP 80
C. UDP 161
D. TCP 161

Answer: A

Explanation:

NEW QUESTION 6
An engineer configures Cisco Unified Communications Manager to prevent toll fraud. At which two points does the engineer block the pattern in Cisco Unified CM to complete this task? (Choose two.)

A. route pattern
B. route group
C. translation pattern
D. partition
E. CSS

Answer: CE

NEW QUESTION 7
Which protocols does Cisco IM and Presence use to authenticate Jabber?

A. XMPP
B. SOAP
C. TCP
D. LDAP
E. QBE

Answer: AB

NEW QUESTION 8
Given the H.323 gateway configuration and using Cisco best practices, how must the called party transformation pattern be configured to ensure that a proper ISDN type of number is set?

```
voice translation-rule 40
rule 1/3...$/408655&/
!
voice translation-profile INT
translate calling 40
!
dial-peer voice 9011 pots
translation-profile outgoing INT
destination-pattern 9011T
port 0/1/0:23
```

A. Pattern Definition
   - Pattern: ^[0-9]*$
   - Partition: PT_US_VG_CD_OutsideForm
   - Description: US International calling
   - Numbering Plan: < None >
   - Route Filter: < None >
   - Urgent Priority
   - MUP P Preemption Disabled

B. Called Party Transformations
   - Discard Digits
   - Called Party Transformation Mask
   - Prefix Digits: 0011
   - Called Party Number Type: International
   - Called Party Numbering Plan: ISDN

Guaranteed success with Our exam guides visit - https://www.certshared.com
NEW QUESTION 9
Which two types of device are supported by the Bulk Administration Tool? (Choose two.)

A. H.322 clients
B. Cisco Unified IP phones (all models)
C. SIP trunks
D. H.225 trunks
E. music on hold servers

Answer: AB

NEW QUESTION 10
An engineer is configuring a BOT device for a Jabber user in Cisco Unified Communication Manager. Which phone type must be selected?

A. third-party SIP device
B. Cisco Dual Mode for iPhone
C. Cisco Dual Mode for Android
D. Cisco Unified Client Services Framework

Answer: C

Explanation:
Reference: https://www.cisco.com/c/en/us/td/docs/voice_ip_comm/jabber/11_6/CJAB_BK_D00D8CBD_00_deployment-installation-guide-cisco-
NEW QUESTION 11
Refer to the exhibit.

Given this "debug isdn q921" output, what is the problem with the PRI?

A. Layer 1 is down on the controller.
B. PRI does not have an IP address configured on the interface.
C. Nothing, the PRI is sending keepalives.
D. Layer 2 is down on the controller.

Answer: D

NEW QUESTION 12
Which transport protocol does the application layer protocol SNMP use?

A. XML
B. UDP
C. SIP
D. HTTP

Answer: B

Explanation:

NEW QUESTION 13
Which two functions are provided by Cisco Expressway Series? (Choose two.)

A. interworking of SIP and H.323
B. endpoint registration
C. intercluster extension mobility
D. voice and video transcoding
E. voice and video conference

Answer: AD

Explanation:

NEW QUESTION 14
Which call routing pattern is used for phone numbers that are in the E.164 format?

A. "+." Route Pattern
B. "+." Translation Pattern
C. /+ Route Pattern
D. "+1.[2-9][2-9]XXXXXX Called Party Transformation Pattern

Answer: D

Explanation:

NEW QUESTION 15
Which two DNS records must be created to configure Service Discovery for on-premises Jabber? (Choose two.)

A. _cisco-uds._tls.cisco.com pointing to the IP address of Cisco Unified Communications Manager
B. _cuplogin._tcp.cisco.com pointing to a record of IM&P
C. _cuplogin._tls.cisco com pointing to the IP address of IM&P
D. _cisco-uds._tcp.cisco com painting to a record of Cisco Unified CM
E. _xmpp._tls.cisco.com pointing to a record of IM&P

Answer: AB

Explanation:

Guaranteed success with Our exam guides
visit - https://www.certshared.com
NEW QUESTION 16
Which two configuration elements are part of the Cisco Unified Communications Manager toll-fraud prevention? (Choose two.)

A. SIP trunk security profile
B. Calling Search Space
C. SUBSCRIBE Calling Search Space
D. feature control policy
E. partition

Answer: BE

NEW QUESTION 17
Which statement describes the outcome when the trust boundary is defined at the Cisco IP phone?

A. Packets or Ethernet frames are remarked at the access layer switch.
B. Packets or Ethernet frames are not remarked by the IP phone.
C. Packets or Ethernet frames are not remarked at the layer switch.
D. Packets or Ethernet frames are remarked at the distribution layer switch.

Answer: C

Explanation:

NEW QUESTION 18
Which packet delay is the maximum supported between Cisco Unified Communications Manager nodes for clustering over WAN deployments?

A. 150 ms round trip
B. 510 ms round trip
C. 40 ms round trip
D. 80 ms round trip

Answer: D

Explanation:

NEW QUESTION 19
Which description of the function of call handlers in Cisco Unity Connection is true?

A. They answer calls, take messages, and provide menus of options.
B. They provide access to a corporate directory by playing an audio list that users and outside callers use to reach users and leave messages.
C. They collect information from callers by playing a series of questions and recording the answers.
D. They control outgoing calls by allowing you to specify the numbers that Cisco Unity Connection can dial to transfer calls, notify users of messages, and deliver faxes.

Answer: A

Explanation:

NEW QUESTION 20
An engineer must configure an MGCP gateway and register it to Cisco Unified Communications Manager. Which prerequisite must be met before applying the gateway commands to enable MGCP?

A. The MGCP gateway and the Cisco Unified CM must be able to communicate over ports 5060 and 5061.
B. Cisco Unified CM and the MGCP gateway must utilize the SIP OPTIONS ping feature to monitor status.
C. The MGCP gateway must have voice service VoIP configured.
D. The MGCP gateway and the Cisco Unified CM must be able to communicate over ports 2427, 2428, and 2727.

Answer: D

Explanation:

NEW QUESTION 21
......
Thank You for Trying Our Product

We offer two products:

1st - We have Practice Tests Software with Actual Exam Questions
2nd - Questions and Answers in PDF Format

350-801 Practice Exam Features:

* 350-801 Questions and Answers Updated Frequently
* 350-801 Practice Questions Verified by Expert Senior Certified Staff
* 350-801 Most Realistic Questions that Guarantee you a Pass on Your First Try
* 350-801 Practice Test Questions in Multiple Choice Formats and Updates for 1 Year

100% Actual & Verified — Instant Download, Please Click
Order The 350-801 Practice Test Here