Certshared now are offering 100% pass ensure 400-101 dumps!
https://www.certshared.com/exam/400-101/ (528 Q&As)

Cisco

Exam Questions 400-101

CCIE Routing and Switching (v5.0)

Guaranteed success with Our exam guides
visit - https://www.certshared.com
NEW QUESTION 1
Refer to the exhibit.

If R1 contacts the RADIUS server but it unable to find the user name in the server database, how will R1 respond?

A. It will prompt the user to enter a new username.
B. It will attempt to contact the TACACS+ server.
C. It will deny the user access.
D. It will attempt to authenticate the user against the local database.

Answer: C

NEW QUESTION 2
Refer to the exhibit.

All routers are running EIGRP and the network has converged. R3 and R4 are configured as EIGRP Stub. If the link between R1 and R3 goes down, which statement is true?

A. R1 sends traffic destined to 192.168.0.100 via R2
B. R2 does not have a router to 192.168.0.0/24 in the routing table.
C. The prefix 192.168.0.0/24 becomes stuck-in-active on R4
D. R3 does not advertise 192.168.0.0/24 to R4 anymore

Answer: B

NEW QUESTION 3
Which three fields are part of a TCN BPOU? (Choose three.)

A. protocol ID
B. version
C. type
D. max-age
E. flags
F. message age

Answer: ABC

NEW QUESTION 4
Which statement about a type 4 LSA in OSPF is true?

A. It is an LSA that is originated by an ABR, that is flooded throughout the AS, and that describes a route to the ASBR.
B. It is an LSA that is originated by an ASBR, that is flooded throughout the AS, and that describes a route to the ASBR.
C. It is an LSA that is originated by an ASBR, that is flooded throughout the area, and that describes a route to the ASBR.
D. It is an LSA that is originated by an ABR, that is flooded throughout the AS, and that describes a route to the ABR.
E. It is an LSA that is originated by an ABR, that is flooded throughout the area, and that describes a route to the ASBR.

Guaranteed success with Our exam guides
visit - https://www.certshared.com
NEW QUESTION 5
Refer to the exhibit.

While troubleshooting a connectivity issue, you executed a trace route that returned the given output. Which conclusion can you draw about the problem?

A. An ACL is blocking traffic
B. Packets are being fragmented
C. The PDUs transmitted errors
D. The destination is too busy

Answer: D

NEW QUESTION 6
Which three basic types of SD-WAN deployments are out on the market? (Choose three)

A. Internet-based SD-WAN
B. secure SD-WAN service
C. policy-based SD-WAN
D. SD-WAN as-a-Services
E. MPLS-based
F. managed service SD-WAN

Answer: ADF

NEW QUESTION 7
Which two are features of DMVPN are true? (Choose two.)

A. It does not support spoke routers behind dynamic NAT.
B. It requires IPsec encryption.
C. It only supports remote peers with statically assigned addresses.
D. It supports multicast traffic.
E. It offers configuration reduction.

Answer: DE

NEW QUESTION 8
Which two options are 802.15.4 node types? (Choose two)

A. Limited Function Device
B. Reduced Function Device
C. Expanded Function Device
D. Mesh Function Device
E. Full Function Device

Answer: BE

NEW QUESTION 9
What is a major disadvantage of virtual machines versus containers?

A. Boot time
B. Security
C. Operational Management
D. Limited management tools
E. Vendor lock-in

Answer: B

NEW QUESTION 10
Which two application protocols require application layer gateway support when using NAT on a Cisco router? (Choose two.)

A. SIP
B. HTTP
C. FTP
NEW QUESTION 11
Which two statements about route summarization are true? (Choose two.)

A. RIP, IGRP, and EIGRP can automatically summarize routing information at network address boundaries.
B. EIGRP can automatically summarize external routes.
C. The area-range command can aggregate addresses on the ASBR.
D. The summary-address command under the router process configures manual summarization on RIPv2 devices.
E. The ip classless command enables classful protocols to select a default route to an unknown subnet on a network with other known subnets.

Answer: AC

NEW QUESTION 12
Which two statements about PPP CHAP authentication are true? (Choose two)

A. It supports clear-text passwords
B. It uses a configured username and password to authenticate a host.
C. It uses a secret password which is sent across the link for authentication
D. It is a one-way authentication method
E. It is configurable only on PPP dialout links

Answer: BD

NEW QUESTION 13
DRAG DROP
Drag and drop the EIGRP query condition on the left to the corresponding action taken by the router on the right.

A. Mastered
B. Not Mastered

Answer: A

Explanation:

NEW QUESTION 14
Which packet is sent out by the DIS in IS-IS?

A. LSP
B. CSNP

Guaranteed success with Our exam guides
visit - https://www.certshared.com
NEW QUESTION 15
Which feature monitors and reports events and can take corrective action in response to events it observes?

A. EEM  
B. Systog  
C. IP Accounting  
D. NetFlow

Answer: A

NEW QUESTION 16
Which protocol allows connections made by an NBMA network to dynamically learn connected addresses?

A. HDLC  
B. NHRP  
C. POP  
D. PPP

Answer: D

NEW QUESTION 17
What is the reason to send an EIGRP SIA reply to a peer?

A. To respond to a query reporting that the prefix has gone stuck-in-active  
B. To respond to an SIA query that the router is still waiting on replies from its peers  
C. To respond to a reply reporting that the prefix has gone stuck-in-active  
D. To respond to an SIA query with the alternative path requested

Answer: B

NEW QUESTION 18
Which three methods are valid RESTCONF methods? (Choose three)

A. EDIT  
B. POST  
C. DELETE  
D. COPY  
E. CREATE  
F. GET

Answer: BCF

NEW QUESTION 19
Refer to the exhibit. All routers are running EIGRP and the network has converged. R3 and R4 are configured as EIGRP Stub. If the link between R1 and R3 goes down, which statement is true?

A. R2 does not have a route to 192.168.0.0/24 in the routing table  
B. R1 sends traffic destined to 192.168.0.100 via R2  
C. The prefix 192.168.0.0/24 becomes stuck-in-active on R4  
D. R3 does not advertise 192.168.0.0/24 to R4 anymore

A. R2 does not have a route to 192.168.0.0/24 in the routing table  
B. R1 sends traffic destined to 192.168.0.100 via R2  
C. The prefix 192.168.0.0/24 becomes stuck-in-active on R4  
D. R3 does not advertise 192.168.0.0/24 to R4 anymore

Guaranteed success with Our exam guides
visit - https://www.certshared.com
NEW QUESTION 20
Which two statements about Bridge Assurance are true? (Choose two.)
A. It can only be used on point to point links between switches.
B. It is supported with both PVST+ and RPVST+.
C. It is supported with both MST and RPVST+.
D. It protects against bidirectional link failures.
E. When it is enabled devices send BPDUs only out network type ports except ports in Discarding state.

Answer: AE

NEW QUESTION 21
......
Thank You for Trying Our Product

We offer two products:

1st - We have Practice Tests Software with Actual Exam Questions

2nd - Questions and Answers in PDF Format

400-101 Practice Exam Features:

* 400-101 Questions and Answers Updated Frequently
* 400-101 Practice Questions Verified by Expert Senior Certified Staff
* 400-101 Most Realistic Questions that Guarantee you a Pass on Your First Try
* 400-101 Practice Test Questions in Multiple Choice Formats and Updates for 1 Year

100% Actual & Verified — Instant Download, Please Click
Order The 400-101 Practice Test Here