Cisco

Exam Questions 400-351

CCIE Wireless Written Exam

Guaranteed success with Our exam guides

visit - https://www.certshared.com
NEW QUESTION 1
DRAG DROP
Drag and drop the CAPWAP event on the left into the order in which they occur on the right during the WLC discovery and join processes.

A. Mastered
B. Not Mastered

Answer: A

Explanation:

NEW QUESTION 2
Which two IETF RADIUS attributes sent by the Cisco WLC can be used to differentiate authentication requests based on the user location?(Choose two.)

A. RADIUS attribute [31] Calling-Station-Id
C. RADIUS attribute [95] NAS-IPv6-Address
D. RADIUS attribute [32] NAS-Identifier
E. RADIUS attribute [303] Source-IP
F. RADIUS attribute [30] Called-Station-Id
Answer: DF

Explanation:


NEW QUESTION 3
DRAG DROP
Drag and drop the channel lists on the left onto the corresponding UNII bands on the right, as applicable in the new-B Regulatory Domain for US. Not allow options are used.

A. Mastered
B. Not Mastered

Answer: A

Explanation:

NEW QUESTION 4

802.11k and 802.1lk-enabled client devices send a request for a list of neighbor Aps (a neighbor list) from the APs they are currently associated with. What is this 802.11 management frame also known as?

A. Association packet
B. Beacon frame
C. Action frame
D. Reassociation response

Answer: C

Explanation:

NEW QUESTION 5

Refer to the exhibit.

You enabled NAT to make sure that your WLC is publicly reachable. If other NAT parameters are left to default, which statement is true?

A. The AP WLC discovery fails for APs in local mode using 209.165.200.44
B. The AP WLC discovery succeeds for OEAPs joining the WLC using 192.168.3.44
C. The AP WLC discovery succeeds for OEAPs joining the WLC using 192.168.3.44 or 209.165.200.44
D. The AP WLC discovery fails for APs in local mode using 192.168.3.44

Answer: C

Explanation:
Section: 2.0 Network Infrastructure

NEW QUESTION 6

Refer to the exhibit which syslog logging facility and severity level is enabled on this AP?

A. logging trap severity 6, logging syslog facility local7
B. logging trap severity 3, logging syslog facility sys 10
C. logging trap severity 5, logging syslog facility local14
D. logging trap severity 7, logging syslog facility local 7
E. Logging trap severity 9, logging syslog facility kernel

Answer: D
NEW QUESTION 7
Flexconnect APs have already deployed in a branch office for local switching. Currently the WLAN in the large auditorium is proposed to change to high-density design and thus some low data rates are proposed to be disabled while keeping the data rates in other areas under the same Cisco WLC. Which configuration settings must be modified in the Cisco WLC to achieve this configuration? (choose two)

A. Flexconnect groups
B. Mobility groups
C. AP Groups
D. RF profiles

Answer: CD

NEW QUESTION 8
Your customer has a Cisco unified Wireless Network running AireOS 8.0 and wants to learn about the FlexConnect mode that is available on his APs which two statements are true? (choose two)

A. When an AP is changed from local mode to FlexConnect mode a reboot is required.
B. A newly connected AP can be booted in FlexConnect mode
C. When an AP is changed from local mode to FlexConnect mode a reboot is not required.
D. Cisco Centralized Key Management require the use of FlexConnect group

Answer: CD

NEW QUESTION 9
Which technology is used by AVC on a Cisco WLC for identification and classification of applications?

A. modular QoS CLI
B. NBAR
C. ACL
D. IP precedence

Answer: B

NEW QUESTION 10
Refer to the exhibit.
According to the debugs and login the Cisco WLC and Cisco LAP which WLC discovery Algorithm is used by the LAP to join the Cisco WLC?

A. DHCP server LAP sends a layer 3 CAPWAP discover request to the Cisco WLC that is listed in the DHCP option 43.
B. configured LAP sends a unicast layer 3 CAPWAP discover request to the Cisco WLC IP address that the LAP has in its NVRAM
C. Broadcast lap broadcasts a layer 3 CAPWAP discover message on the local ip subnet
D. DNS lap resolve the DNS Name CISCO-CAPWAP-CONTEOLLER cisco to the Cisco WLC ip address then it sends a unicast layer 3 CAPWAP discovery request to the Cisco WLC

Answer: A

NEW QUESTION 11
Your customer needs the list of all the guest client that connected to Wi-Fi successfully but have not yet authenticated. The customer decides to create an advanced filter in Cisco Pounder monitor

>client and user which two conditions should be included in the filter? (Choose two)

A. PEM state =WebauthReqD
B. On Network= Yes
C. Status =Associated
D. Type =Lightweight client

Answer: CD

NEW QUESTION 12
Your customer is having wireless VoIP problems. When the Cisco 7925 phones roam from AP1 to AP2, the voice drops out and comes back. The phones are set up for PEAP/WPA2-AES with CCKM to an external RADIUS server. The APs and WLAN are setup in FlexConnect mode. Which statement explains the issue?

A. PEAP with WPA2-AES is not supported with Cisco Centralized Key Management, use EAP-FAST.
B. The APs have not been added to the FlexConnectgroup.
C. PEAP with WPA2-AES is not supported with Cisco Centralized Key Management, use LEAP.
D. The APs have been added to the FlexConnectgroup.

Answer: A
NEW QUESTION 13
You want to set up Prime infrastructure to be notified when a device configuration has changed. Which option is available in prime infrastructure 2.2?
A. Set up prime infrastructure to send an email containing the device configuration change(s) on regularly scheduled.
B. Set up prime Infrastructure to send an email containing the change audit report immediately after the configuration change is detected.
C. Set up prime infrastructure to send an email containing the change audit report on a regularly scheduled basis.
D. Set up prime infrastructure to send an email containing the configuration change(s) immediately after the configuration change is detected.
Answer: C

NEW QUESTION 14
What are the three components that are used within the authentication process on an 802.1x/EAP-enabled WLAN? (Choose three.)
A. wireless web server
B. supplicant
C. authenticator
D. Cisco WCS
E. authentication server
F. key management server
Answer: DEF

NEW QUESTION 15
You must configure user management access on Cisco Prime Infrastructure. Each user that requires access belongs to a department and each department needs to have specific access. Which configuration in Cisco Prime is the best way to easily administer these users?
A. Configure user groups
B. Create one user account for each department and each department shares it internally
C. Create virtual domains
D. Configure access for each user individually
Answer: C

NEW QUESTION 16
You notice error messages that say that the broadcast/multicast queue on your Cisco 5508 WLC is full. You have several gateways present in the client subnet and this subnet is IPv6-enabled. No multicast application is being used. You want to fix this problem without reducing the amount of features on your network. Which action can help mitigate this problem?
A. Enable RA throttling on the WLC
B. Disable broadcast on the WLC
C. Disable multicast on the WLC
D. Enable mDNS snooping on the WLC
Answer: A

NEW QUESTION 17
Which two statements regarding the Service Discovery Gateway feature are true? (Choose two.)
A. All network segments must be connected directly to the Service Discovery Gateway.
B. The Service Discovery Gateway can learn services from a single connected segment to build its cache and respond to requests acting as a proxy.
C. The Service Discovery Gateway feature enables multicast domain name system to operate across Layer 3 boundaries.
D. Service Discovery Gateway is not aimed at enhancing bring your own device.
E. The Service Discovery Gateway supports topologies with multiple hops.
Answer: BC

NEW QUESTION 18
Which major drawback of configuring machine access restriction on the RADIUS server for a wireless deployment is true?
A. This scenario is possible only with EAP-Chaining, which is not yet an industry standard.
B. If the user puts his PC to sleep overnight, the OS sends only a user authentication when the session is resumed and no machine authentication.
C. Depending on the time for which the RADIUS server caches the MAR, this can create issues.
D. It is possible to do machine authentication only when using a Windows machine with the Microsoft default supplicant.
E. Regardless of the client and/or protocols being used, at this moment in time, MAR is possible only when using Cisco ISE as the AAA RADIUS server.
F. No other AAA servers currently support MAR.
Answer: B
NEW QUESTION 19
A wireless engineer must provide a report with the amount of data passed historically from the guest users. Which Cisco Prime Infrastructure report provides this information?

A. NCS Guest Operations
B. Guest Accounts Status
C. Guest Association
D. Guest User Sessions

Answer: D

NEW QUESTION 20
Which architecture does the AP apply to when it runs an AP in local mode?

A. APs combined into an ESS
B. split-MAC ESS
C. single AP ESS
D. single AP

Answer: B

NEW QUESTION 21
......
Thank You for Trying Our Product

We offer two products:

1st - We have Practice Tests Software with Actual Exam Questions

2nd - Questions and Answers in PDF Format

400-351 Practice Exam Features:

* 400-351 Questions and Answers Updated Frequently
* 400-351 Practice Questions Verified by Expert Senior Certified Staff
* 400-351 Most Realistic Questions that Guarantee you a Pass on Your First Try
* 400-351 Practice Test Questions in Multiple Choice Formats and Updates for 1 Year

100% Actual & Verified — Instant Download, Please Click Order The 400-351 Practice Test Here