Certshared now are offering 100% pass ensure 642-780 dumps!
https://www.certshared.com/exam/642-780/ (89 Q&As)

Cisco Exam Questions 642-780
Maintaining Cisco Service Provider VPNs and MPLS Networks (MSPVM)
1. Refer to the exhibit.

The customer has an MPLS Layer 3 VPN service. CE-A is not able to ping the CE-B loopback address 10.60.6.6. CE-A is able to ping the CE-B network interface address 172.16.60.66. What must be added to the configuration to allow the loopback ping to work?

A. The PE-B configuration needs a `neighbor 10.60.6.6` command added
B. The PE-B configuration needs `interface loopback0 added under vrf red area 0`
C. The CE-B configuration needs to static route added for the PE-B connected interface
D. The CE-B configuration needs network 10.60.6.6 under `router ospf 1`

Answer: D

2. Refer to the exhibit. What type of MPLS Layer 3 VPN configurations is represented?

A. Simple two-VPN scenario
B. Overlapping VPNs
C. Central services VPNs
D. Extranet VPNs

Answer: C

3. In a service provider layer 3 MPLS VPN implementations, what is the minimum number of routing on the PE routers?

A. Three
B. Four
C. Five
D. Six

Answer: A

4. Refer to the exhibit.

The commands on the figure were executed from a Cisco ASR 9000 series router. The remote end of ping is Cisco XR 12000 series router. Which statement is true?

A. The XR 12000 has an access list that blocks the MPLS pseudowire ping
B. The interface connected to the XR 12000 is not running LDP
C. These results will occur during convergence when MPLS LDP sync is enabled
D. The MPLS pseudowire ping was not sent

Answer: D

5. Refer to the exhibit.

The output from debug command is from the Cisco XR12000 series Router, which statement is true?

A. The output is the result of single iteration of mpls ping executed on the Cisco ASR 9000 Series Router
B. The output is the result of single iteration of mpls ping executed on the Cisco ASR 9000 series Router
C. The packets did not reach its destination because the control word was not found
D. The output is the result of single iteration of mpls ping executed on the Cisco CRS-1 carrier routing system.

Answer: C
Thank You for Trying Our Product

We offer two products:

1st - We have Practice Tests Software with Actual Exam Questions

2nd - Questions and Answers in PDF Format

642-780 Practice Exam Features:

* 642-780 Questions and Answers Updated Frequently
* 642-780 Practice Questions Verified by Expert Senior Certified Staff
* 642-780 Most Realistic Questions that Guarantee you a Pass on Your First Try
* 642-780 Practice Test Questions in Multiple Choice Formats and Updates for 1 Year

100% Actual & Verified — Instant Download, Please Click
Order The 642-780 Practice Test Here