Exam Questions 642-813
implementing cisco switched networks
1. Refer to the exhibit.

All network links are FastEthernet. Although there is complete connectivity throughout the network, Front Line users report that they experience slower network performance when accessing the server farm than the Reception office experiences. Which two statements are true? (Choose two.)

A. Changing the bridge priority of S1 to 4096 would improve network performance.
B. Changing the bridge priority of S1 to 36864 would improve network performance.
C. Changing the bridge priority of S2 to 36864 would improve network performance.
D. Changing the bridge priority of S3 to 4096 would improve network performance.
E. Disabling the Spanning Tree Protocol would improve network performance.
F. Upgrading the link between S2 and S3 to Gigabit Ethernet would improve performance.

Answer: B D

2. What is the effect of configuring the following command on a switch?

Switch(config) # spanning-tree portfast bpdufilter default

A. If BPDUs are received by a port configured for PortFast, then PortFast is disabled and the BPDUs are processed normally.
B. If BPDUs are received by a port configured for PortFast, they are ignored and none are sent.
C. If BPDUs are received by a port configured for PortFast, the port transitions to the forwarding state.
D. The command enables BPDU filtering on all ports regardless of whether they are configured for BPDU filtering at the interface level.

Answer: A

3. Refer to the exhibit.

Which two statements are true? (Choose two.)

A. Interface gigabitethernet 0/1 has been configured as Layer 3 ports.
B. Interface gigabitethernet 0/1 does not appear in the show vlan output because switchport is enabled.
C. Interface gigabitethernet 0/1 does not appear in the show vlan output because it is configured as a trunk interface.
D. VLAN 2 has been configured as the native VLAN for the 802.1q trunk on interface gigabitethernet 0/1.
E. Traffic on VLAN 1 that is sent out gigabitethernet 0/1 will have an 802.1q header applied.
F. Traffic on VLAN 2 that is sent out gigabitethernet 0/1 will have an 802.1q header applied.

Answer: C F

4. Refer to the exhibit

and the partial configuration of switch SW_A and SW_B. STP is configured on all switches in the network.

SW_B receives this error message on the console port:

00:06:34: %CDP-4-DUPLEX_MISMATCH: duplex mismatch discovered on FastEthernet0/5 (not half duplex), with SW_A FastEthernet0/4 (half duplex), with TBA05071417(Cat6K-B) 0/4 (half duplex).

What is the possible outcome of the problem?

A. The root port on switch SW_A will automatically transition to full-duplex mode.
B. The root port on switch SW_B will fall back to full-duplex mode.

Answer: A
C. The interfaces between switches SW_A and SW_B will transition to a blocking state.

D. Interface Fa 0/6 on switch SW_B will transition to a forwarding state and create a bridging loop.

Answer: D

5. Refer to the exhibit.

Which statement is true?

A. IP traffic matching access list ABC is forwarded through VLANs 5-10.
B. IP traffic matching VLAN list 5-10 is forwarded, and all other traffic is dropped.
C. All VLAN traffic matching VLAN list 5-10 is forwarded, and all traffic matching access list ABC is dropped.
D. All VLAN traffic in VLANs 5-10 that match access list ABC is forwarded, and all other traffic is dropped.

Answer: D
Thank You for Trying Our Product

We offer two products:

1st - We have Practice Tests Software with Actual Exam Questions
2nd - Questions and Answers in PDF Format

642-813 Practice Exam Features:

* 642-813 Questions and Answers Updated Frequently
* 642-813 Practice Questions Verified by Expert Senior Certified Staff
* 642-813 Most Realistic Questions that Guarantee you a Pass on Your First Try
* 642-813 Practice Test Questions in Multiple Choice Formats and Updates for 1 Year

100% Actual & Verified — Instant Download, Please Click
Order The 642-813 Practice Test Here